Passion for Precision

RED LASER DIGITAL

Characteristics

- Measuring tolerance Solatronic module:
0.05° at 0° and 90°
0.1° between 1° and 89°

- Bluetooth interface for the SOLA
Measures app

- Adjustable inclination display in °, %,
mm/m, and in/ft

- HOLD function for storing measured
values and for transferring angles

- Turn on audible signal for guidance in
difficult conditions

- Convenient reading thanks to reversible
display for inverted measurements

Manufacturer

SOLA-Messwerkzeuge GmbH & Co KG
Unteres Tobel 25

6840 Gotzis, Austria

T +43 5523 533800

www.sola.at, sola@sola.at

SOLA-Messwerkzeuge
GmbH & Co KG

Unteres Tobel 25

6840 Gotzis, Austria

T +43 5523 53380-0
sola@sola.at, www.sola.at

Heuriedweg 69

PU Packaging unit VP Packaging O Foil/bag/unwrapped

SOLA-Messwerkzeuge
GmbH & Co. KG

88131 Lindau, Germany
T +49 8382 28585
sola@sola.at, www.sola.de

Model

Length PU VP Art. Nr. EAN

RED 60 LASER DIGITAL

60 cm 1 5 71051001 9002719040620

Technical details

Item description

Laser spirit level with electronic inclinometer and Bluetooth

Dimensions

59 x 27 mm

Protection class

IP65

Power supply

5x 1.5V (AAA) batteries

Operating time (at 20 °C)

16 hrs

Laser class 2, DIN EN 60825-1 : 2007-10
Output power <1.0mwW

Wavelength 650 nm

Material Aluminum

Surface coated

Color red

Profile weight 890 g/m

Measuring tolerance, standard position

0.25 mm/m (0.014°)

Number of horizontal vials

1

Number of vertical vials

1

Special characteristic

Solatronic module with Bluetooth

Measuring surface

coated

End cap

1-c+2-c

Measuring tolerance, laser

+0.15 mm/m (0.008°)

Included accessory
- 5 x 1.5V (AAA) batteries

SOLA Suisse AG

Grenzstrasse 24

9430 St. Margrethen, Switzerland
T +4171740 1616
info@solasuisse.ch
www.solasuisse.ch

=1 Self-service packaging & Sales box & Carrying case

[ﬁ Case & Transport protection bag
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