
Passion for Precision

Characteristics
Digital measurement display
Bluetooth interface for the SOLA
Measures app
Digital function for inner and outer
measurements
Precise target display with additional stop
function
Soft grip and ergonomic design
Automatic switch-off

Manufacturer
SOLA-Messwerkzeuge GmbH & Co KG
Unteres Tobel 25
6840 Götzis, Austria
T +43 5523 533800
www.sola.at, sola@sola.at

Included accessory
CITO belt case

Model Length Tape width PU VP Art. Nr. EAN

CITO 5 m 25 mm/m 1 71510101 9002719042907

Technical details

Item description Digital tape measure

Operating temperature -10°C to +50 °C

Protection class IP54

Power supply Li- polymer battery (700 mAh)

Operating time (at 20 °C) 8 hrs (continuous operation)

Graduations mm

Storage temperature -20 °C to +60°C

EC accuracy class I

Tape material Steel

Tape surface Extruded nylon, yellow

End hook Stainless steel, sliding

Tape brake Backstop

Rivets for end hooks 4

Housing material ABS/TPE

Housing color red/black

CITO

SOLA-Messwerkzeuge
GmbH & Co KG
Unteres Tobel 25
6840 Götzis, Austria
T +43 5523 53380-0
sola@sola.at, www.sola.at

SOLA-Messwerkzeuge
GmbH & Co. KG
Heuriedweg 69
88131 Lindau, Germany
T +49 8382 28585
sola@sola.at, www.sola.de

SOLA Suisse AG
Grenzstrasse 24
9430 St. Margrethen, Switzerland
T +41 71 740 1616
info@solasuisse.ch
www.solasuisse.ch

PU Packaging unit  VP Packaging   Foil/bag/unwrapped  Self-service packaging  Sales box  Carrying case  Case  Transport protection bag
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