
Passion for Precision

Characteristics
Selected beech wood for high degree of
hardness and strength
Inboard joints for continuous graduations
Highly abrasion-resistant, dirt-repellent,
and moisture-resistant protective coating
Hardened, wear-free spring steel joints for
a long service life

Manufacturer
SOLA-Messwerkzeuge GmbH & Co KG
Unteres Tobel 25
6840 Götzis, Austria
T +43 5523 533800
www.sola.at, sola@sola.at

Model Length PU VP Art. Nr. EAN

HB 2/10 2 m 10 53060601 9002719016915

Technical details

Item description Folding rule

Material Beech

Surface lacquered, white

Graduations mm/cm, 2-piece, printed on both sides

Number of sections 10

Section thickness 3.2 mm

EC accuracy class III

Joints Spring steel, inside

HB 2/10

SOLA-Messwerkzeuge
GmbH & Co KG
Unteres Tobel 25
6840 Götzis, Austria
T +43 5523 53380-0
sola@sola.at, www.sola.at

SOLA-Messwerkzeuge
GmbH & Co. KG
Heuriedweg 69
88131 Lindau, Germany
T +49 8382 28585
sola@sola.at, www.sola.de

SOLA Suisse AG
Grenzstrasse 24
9430 St. Margrethen, Switzerland
T +41 71 740 1616
info@solasuisse.ch
www.solasuisse.ch
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