
Passion for Precision

Characteristics
High contrast LCD display for accurate
digital angle measurements
HOLD function for storing measured
values and ZERO function for incremental
measurements
Manual blade fixation for precise transfer
of angles
Integrated end stop for accurate and
reliable measurements
Applicable as a ruler with continuous
mm/cm scale across both blades
Robust, rigid blades with reinforcing ribs

Manufacturer
SOLA-Messwerkzeuge GmbH & Co KG
Unteres Tobel 25
6840 Götzis, Austria
T +43 5523 533800
www.sola.at, sola@sola.at

Model Length PU VP Art. Nr. EAN

WMD 200 200 mm 4 56052301 9002719044307

WMD 500 500 mm 4 56052401 9002719044321

Technical details

Item description Electronic protractor

Measuring tolerance 0.30°

Graduations mm/cm, 2-piece, lasered

Blade material Aluminum

Blade surface anodized

Blade color black

Scale grid 1 mm

Angular dimension 270°, variable 0° - 270°

Reading option

WMD

SOLA-Messwerkzeuge
GmbH & Co KG
Unteres Tobel 25
6840 Götzis, Austria
T +43 5523 53380-0
sola@sola.at, www.sola.at

SOLA-Messwerkzeuge
GmbH & Co. KG
Heuriedweg 69
88131 Lindau, Germany
T +49 8382 28585
sola@sola.at, www.sola.de

SOLA Suisse AG
Grenzstrasse 24
9430 St. Margrethen, Switzerland
T +41 71 740 1616
info@solasuisse.ch
www.solasuisse.ch
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