
Passion for Precision

Characteristics
Ultra-lightweight and break-resistant
magnesium housing
Convenient line extension: freewheel
function by pressing the crank axle
High capacity for color powder
Hardened end hook
Integrated storage location for hooks

Manufacturer
SOLA-Messwerkzeuge GmbH & Co KG
Unteres Tobel 25
6840 Götzis, Austria
T +43 5523 533800
www.sola.at, sola@sola.at

Model Length
Filling

quantity in g PU VP Color Art. Nr. EAN

CLM 30 SET R 30 m 250 1 red 66110542 9002719023012

CLM 30 SET B 30 m 250 1 blue 66110543 9002719023029

Technical details

Item description Marking set

Material Magnesium, die-cast

Surface coated

Housing color red

Belt clip Stainless steel

Crank gear ratio 1:1

Cord material Polyester multifilament

Cord length 30 m

Max. tensile strength (ISO 2062) 234 N (±3 %)

CLM SET

SOLA-Messwerkzeuge
GmbH & Co KG
Unteres Tobel 25
6840 Götzis, Austria
T +43 5523 53380-0
sola@sola.at, www.sola.at

SOLA-Messwerkzeuge
GmbH & Co. KG
Heuriedweg 69
88131 Lindau, Germany
T +49 8382 28585
sola@sola.at, www.sola.de

SOLA Suisse AG
Grenzstrasse 24
9430 St. Margrethen, Switzerland
T +41 71 740 1616
info@solasuisse.ch
www.solasuisse.ch
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