
Passion for Precision

Characteristics
Especially suitable for dark and smooth
surfaces, metal, rubber
Easy to sharpen
Strong lead
High breaking point

Applications
Dry wood
Metal
Tile/ceramic
Glass
Rubber
Plastic
Dark surfaces

Manufacturer
SOLA-Messwerkzeuge GmbH & Co KG
Unteres Tobel 25
6840 Götzis, Austria
T +43 5523 533800
www.sola.at, sola@sola.at

Model Length Length PU VP Art. Nr. EAN

SB 24 24 cm 9.5 inch 75 66022520 9002719023920

Technical details

Item description Signal pencil

Operating temperature -10°C to +50 °C

Material Lime wood (AKA Linden, Basswood, Tilia)

Lead Color/wax composite

SB

SOLA-Messwerkzeuge
GmbH & Co KG
Unteres Tobel 25
6840 Götzis, Austria
T +43 5523 53380-0
sola@sola.at, www.sola.at

SOLA-Messwerkzeuge
GmbH & Co. KG
Heuriedweg 69
88131 Lindau, Germany
T +49 8382 28585
sola@sola.at, www.sola.de

SOLA Suisse AG
Grenzstrasse 24
9430 St. Margrethen, Switzerland
T +41 71 740 1616
info@solasuisse.ch
www.solasuisse.ch
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